
ICI-86T SERIES THT CURRENT SENSE

TRANSFORMERS

FEATURES
•MEET UL AND C-UL.

•3000 Vrms GATE TO DRIVE WINDING TEST.

•USEFUL OPERATING FREQUENCY FROM 50 KHz TO 

   500KHz.

•MOST POPULAR WINDING CONFIGURATIONS.
TEST CONDITIONS
•  Inductance ---------------------- 100KHz/200mV

ELECTRICAL SPECIFICATIONS  @25℃-Operating temperature -30℃ TO +130℃
PART
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REFERENCE DATA CALCULATION 
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ICI86T-763A 1:1:200 76 2.8 2.15 2.15 3000 200 34 1.00 2000 17.12 0.9
ICI86T-193A 1:1:100 19 1.4 2.15 2.15 3000 100 35 1.98 2000 68.49 0.8
ICI86T-502A 1:1:50 5 0.7 2.15 2.15 3000 15 36 1.19 2000 273.97 0.75

MARKINGS AND DIMENSION SCHEMATIC

INTERNATIONAL COIL INC. 15 JONATHAN DRIVE, UNIT 1, BROCKTON, MA 02301



ICI-86T SERIES THT CURRENT SENSE

TRANSFORMERS

INTERNATIONAL COIL INC. 15 JONATHAN DRIVE, UNIT 1, BROCKTON, MA 02301

Dimensions:inches/mm

Unless otherwise specified, all tolerances are ±.010/±0.25
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